
HOLT03



esse3.dreamgest.com

HOLT03

This new hybrid blood pressure monitor combines ambulatory mode, standard mode and home mode for fast and accurate 
measurement of blood pressure outside the hospital. Ideal for the diagnosis and treatment of patients with tension problems. 
Indeed, the blood pressure monitor HOLT03 makes it possible to measure the arterial pressure of the patient during 24h, 
during the waking and sleeping hours. The measurement intervals are easily programmable by the doctor via the software, 
as are the hours of waking and sleeping.
The monitor also has a measurement indicator in the form of a countdown timer and a reminder one minute before the 
programmed measurement (the measurement reminders are deactivated during the hours of sleep). A medication button also 
allows the patient to record up to 50 doses of medication.
The symbol of a blinking doctor alerts the patient of his return to the medical center after 7 days of measurement. After 7 days 
of measuring the patient's blood pressure and at his return to the center, the statements are easily and quickly transferred to 
the computer, thanks to the software for analysis used by the doctor. The HOLT03 can memorize 250 individual measurements 
in normal mode and 144 in ambulatory mode, automatically stored in the device for later consultation by the doctor. 
A measurement is automatically retook in case of error. Medical device with clinical validation according to the protocol of the 
European Society of Hypertension.

Features: 
3 modes: Ambulatory, Home, Standard 
Programmable Intervals (15, 20, 30, 60 min) 
Next Measurement Indicator
Measurement Call
250 Standard Mode and 
144 Ambulatory Mode Measurements 
Time Display 
Display Mode PAD, PAS and Pulse 

Supplied with: 
Software running on Windows 
Carrying Case 
Adult Cuff M (22-32cm) 
Adult Cuff L (32-42 cm)

Technical features:
Large ergonomic display 
Oscillometric measurement method 
Measuring range: 30-280 mmHG for blood pressure 
and 40-200 beats per minute for pulse 
Pulse accuracy: +/- 5% of indicated value 
Static accuracy: +/- 3 mmHg 
AC adapter, USB plug 
Power supply: 4 x AAA type batteries
Transfer of measurements to the computer 
Standard - European Directive 93/42 CEE
Dimensions: 115 x 80 x 35 mm 
Weight: 260g (with batteries)


